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WISCONS IN 167 X 36 ONLY % T i 1. ALL UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND
R3-5 \ VA i MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING
19b, 21b 30" X 36” | ‘ ) W “MISS UTILITY” PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
SOMERSET TERRACE % \ i I IN THE FIELD. IF THE CONTRACTOR PERCIEVES THAT A CONFLICT BETWEEN THE
N ™ 1 i UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR. THE CONTRACTOR SHALL
D31 w v NOTIFY THE PROJECT ENGINEER IMMEDIATLEY SO THAT THE CONFLICT MAY BE
16" X 96" - RESOLVED. |
I - ‘ 2. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL

I ! SIDEWALK OR CURB GRADE FOR CLDSED SECTIONS, HIGHEST ROADWAY
CHEVY CHASE BUILDING oL - | PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED

' IN MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY
ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
+ ALL UNUSED WIRES SHOULD BE REMOVED FROM HANDHOLES AND CONDUITS.
- THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE.
EXCLUDING INTERCONNECT. TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL

EACH CABLE.

- DISCONNECTING AND SPLICING OF INTERCONNECT CABLE SHALL BE PERFORMED BY
MONTGOMERY COUNTY FORCES. THE CONTRACTOR SHALL RUN THE INTERCONNECT CABLE

INTO THE BASE OF EACH CABINET AND PROPERLY TAG THE CABLE. CONTACT MR. BOB
GONZALES AT (240) 777-8761 SEVENTY TWO HOURS IN ADVANCE OF THE INTENDED WORK.

» CONTACT MONTGOMERY COUNTY TRANSPORTATION MANAGEMENT SECTION 48 HOURS PRIOR

TO ANY WORK, TO MARK EXISTING UNDERGROUND TRAFFIC SIGNAL EQUIPMENT (240)777-2100.
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CONSTRUCTION DETAILS

INSTALL DEPRESSED SIDEWALK RAMP (SEE GENERAL INFORMATION
SHEET FOR DETAILS).

B. INSTALL MAST ARM MOUNTED SIGN. “ iy SAK’S 5TH AVENUE
C. FURNISH AND INSTALL 10’ PEDESTAL POLE. PUSH BUTTON, SIGN, 7
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